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1-29. (canceled) 

30. (currently amended) A fuel-saving management system 
comprising, on a motor vehicle: 

information detectors for detecting, respectively, vehicle 
speed, engine speed, and a fuel flow rate as information on a 
running state of the vehicle; 

ah information-processing device for processing the 
information detected by the information detectors, the 
information-processing device also generating a warning to a driver 
when the vehicle speed, the engine speed and the fuel flow rate 
satisfy required warning conditions; and 

an information storage device storing count values, - 

wherein the required warning conditions include all of (a) , 
(b) and (c) below: 

(a) when the engine speed exceeds a required warning 
value; 

(b) either when the vehicle speed drop* is below a 



previously set value, or— 



wh e n th e — v e hicle speed - ex c e e ds 



p r e vi o usly s e t 



value 



time durin g 



■ v e hi c : 



-speed 
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e xc e eds the previously act valu^ is l e as than or 
e qual t o a previously aet time, and 
(c) when a fuel flow rate exceeds a previously set 
value ; 

wherein the information-processing device stores a count value 
into the information storage device when if a time during which the 
vehicle speed, the engine speed and the fuel flow rate satisfy the 
required warning conditions exceeds a previously set time. 

31. (currently amended) A fuel-saving management system 
comprising, on a motor vehicle; 

information detectors for detecting, respectively, vehicle 
speed and an accelerator angle; 

an information -processing device for processing the 
information detected by the information detectors, the 
information-processing device also generating a warning to a driver 
when the vehicle speed and the accelerator angle satisfy required 
warning conditions; and 

an information storage device storing count values; 

wherein the required warning conditions include all of: 

when the vehicle speed exceeds a required warning value 
and a previously set value ; and 
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when the accelerator angle exceeds a previously set 



value; 



wherein the information-processing device stores a count value 
into the information storage device when if a time during which the 
vehicle speed and the accelerator angle satisfy the required 
warning conditions exceeds a previously set time. 
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